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.308 Win. (7,62 x 51 mm)
B416 13 g / 200 gr FMJBT

Subsonic

DESCRIPTION WEIGHT
CARTRIDGE Product code: 4317340 25.2 g / 389 gr (approx.)

BULLET B416 FMJBT 13.0 g / 200 gr

Jacket: Gilding metal
Core: Lead with antimony
 

Full metal jacket, sharp nose, boat
tail

CARTRIDGE CASE
Brass (CuZn28)

.308 Winchester 11.2 g / 173 gr (average)

POWDER Single or double base powder 0.7 g / 11 gr (approx.)

PRIMER Boxer type; Non mercuric, non
erosive, non corrosive

TECHNICAL DATA
Identification Blue-coloured case head
Muzzle velocity 325 m/s

Barrel length 410 mm

Muzzle energy 687 J

Average pressure < 360 MPa

Maximum single pressure < 414 MPa

Piezo, according to C.I.P.

Accuracy at 100 m (10 rds) < 60 mm average

Shot with mfg. test rifle

Extraction force > 200 N

Rifling twist 200 - 250 mm / 8-10 in

Special characteristics NOTE: Round is intended to be used
in rifles with 300-450 mm barrel
length.
WARNING: Longer barrels may
occur a risk of bullet remaining to
the barrel.

PACKING
4317340 20 rds in a carton box

600 rds in a wooden case (50 x 37 x 10 cm), gross weight 18.2  kg

43M7340 20 rds in a carton box
300 rds in a steel case M2A1, gross weight 10.7 kg

LAPUA AMMUNITION is packed according to the newest regulations for sea transport 
(IMDG-code) and according to the IATA dangerous goods regulations for air carriage.


